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dp1

Quattro

19mm (28mm) F2.8
UPC code: 00-85126-93058-5

This wide-angle lens
camera (equivalent to 28mm
on a 35mm camera) offers
broad and spacious
perspective to produce
dynamic and dramatic
photographs.

Specifications

Focal Length

19mm

Angle of view (36mm)

Approx.28mm

Lens F number

F2.8~F16

Diaphragm Blades

9 Blades

Lens Construction

9 Elements in 8 Groups

Shooting Range

20cm~oo, LIMIT Mode (Selectable from Macro, Portrait, Scenery & Custom.)

MAX Magnification

1:8.3

Filter Size 58mm
Dimensions 161.4mm /6.4"(W), 67mm /2.6"(H), 87.1mm / 3.4"(D)
Weight 425g /150z. (without battery and memory card)
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dp2

Quattro

30mm (45mm) F2.8
UPC code: 00-85126-93025-7

This standard lens camera
(equivalent to 45mm on a
35mm camera) offers
perspective very close to
human vision, allowing
photographers to easily
replicate the scenes they
see with their own eyes.
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Specifications

Focal Length 30mm

Angle of view (35mm) Approx.45mm

Lens F number F2.8~F16

Diaphragm Blades 9 Blades

Lens Construction 8 Elements in 6 Groups

Shooting Range

28cm~oo, LIMIT Mode (Selectable from Macro, Portrait, Scenery & Custom.)

MAX Magnification 1:7.6
Filter Size 58mm
Dimensions 161.4mm /6.4"(W), 67mm /2.6"(H), 81.6mm /3.2"(D)

Weight 410g /14.50z. (without battery and memory card)
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dp Optional Accessories

Exclusive for

_ J+ummm dp3
Quattro

EXTENSION HOOD (HEt-01)

UPC code: 00-85126-93135-3

HOOD SET (Hood Set)

UPC code: 00-85126-93136-0

Exclusively for the dp3 Quattro, the
Extension Hood (HE1-01) can be used
in combination with Lens Hood (LH4-01)
on the dp3 Quattro to obtain an even
better shading effect. Using Extension
Hood (HE1-01) requires Lens Hood
(LH4-01), and both are sold separately.

@ Exclusive for dpo
Quattro

PETAL TYPE LENS HOOD (LH5-01)
(LH5-01 is supplied with dp0)
UPC code: 00-85126-93153-7

This lens hood blocks out extraneous
light and reduces flare and ghosting. It is
supplied with dpO Quattro camera.

Exclusive for dp3

Quattro

SIGMA
LCD VIEW FIKDER LVF-01

CONVERSION LENS (FT-1201)
UPC code: 00-85126-93131-5

This 1.2x teleconverter fits on the front BOFTER
of the lens of the dp3 Quattro. Designed
exclusively for the dp3 Quattro, it
maintains high- level performance while
delivering outstanding image quality.

20 glo

Common to
I dpl.dp2. dp3
Quattro Quattro Quattro

LENS HOOD (LH4-01)
UPC code: 00-85126-93051-6

This lens hood blocks out

extraneous light and reduces flare and
ghosting. It can be attached to the

tip of the lens easily.

Common to
all models

FILTER

- SIGMA WR PROTECTOR: 568mm

UPC code: 00-85126-93092-9

- SIGMA PROTECTOR: 568mm

UPC code: 00-85126-93105-6

+SIGMA WR UV FILTER: 58mm

UPC code: 00-85126-93066-0

+SIGMA WR CIRCULAR PL FILTER 58mm

UPC code: 00-85126-93079-0

A range of filters with a new
concept that ensure their performance
to the fullest.

Common to
all models

LCD VIEWFINDER (LvF-01)
UPC code: 00-85126-93120-9

Exclusively for dp series cameras, this
viewfinder fits on the LCD monitor
and cuts ambient light. By increasing
the size of the monitor 2.5 times, it
makes it easier to confirm the correct
focus. Further, by allowing you to

look into the viewfinder as though
using an SLR camera, it takes holding
performance to the next level.

Note: The magnification ratio was calculated
based on the standard ratio measurement
for a loupe.

Exclusive for
dp1
Quattro

VIEWFINDER (VF-31)
UPC code: 00-85126-93115-5

Exclusive for
dp2
Quattro
VIEWFINDER (VF-41)
UPC code: 00-85126-93026-4

Exclusive for

dp0

Quattro

VIEWFINDER (VF-51)
UPC code: 00-85126-93150-6

This high performance Albada

inversed Galilean type Finder

mounts on the hot shoe. It offers
a framing guide for deciding the

composition without the color
LCD monitor and accurate

framing unaffected by external

light condition.

Common to
all models

CAMERA CASE (HC-21)
UPC code: 00-85126-93050-9

This jacket type camera case can
be attached to the camera while

photographing. It perfectly fits

the camera, which improves the

usability of the camera.

Common to
all models

CABLE RELEASE (CR-31)
UPC code: 00-85126-93027-1

This cable release allows
releasing the shutter without
touching the camera by
connecting it to camera USB
terminal. It is useful when
attaching the camera to a tripod,
and releasing the shutter from

a distance, or slow shutter.
(Cable length: Approximately 1m)

Common to

| dgpt

Quattro

dp2 . dp3

Quattro Quattro

ELECTRONIC FLASH
(EF-140S SA-STTL)
UPC code: 00-85126-93028-8

This compact flash is
exclusively for dp cameras and
has a guide number of 14.

= Excellent for nighttime shots or
daytime sync, this flash gives
Common to you optimal flexibility.
all models

—

BASE GRIP (BG-11)
UPC code: 00-85126-93144-5

When it is attached to the screw hole
on the bottom surface of the
camera, it allows handgrip-style of
shooting. It is compact and
convenient and therefore very easy
to carry. The bottom part of the Base
Grip BG-11 has a screw hole so

that it can attach directly to a tripod.



